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Abstract: Bare titania and metal-promoted TiO2 catalysts were employed in the treatment of nitrates,
which are ubiquitous pollutants of wastewater. The results show that the process can be carried
out under visible light (from a white light LED lamp) and, in the best case, 23.5% conversion of
nitrate was obtained over 4 h with full selectivity towards N2 by employing 0.1 mol% Ag/TiO2

prepared by flame spray pyrolysis. Moreover, the performance was worse when testing the same
catalysts with tap water (11.3% conversion), due to the more complex composition of the matrix.
Finally, it was found that photoreduction of nitrate can be effectively performed in combination with
photo-oxidation of ammonium without loss in the activity, opening up the possibility of treating
highly polluted wastewater with a single process. The latter treatment employs the two contaminants
simultaneously as electron and holes scavengers, with very good selectivity, in a completely new
process that we may call Photo-Selective Catalytic Reduction (Photo-SCR).

Keywords: wastewater treatment; nitrogen-containing pollutants; nitrate photoreduction; SCR;
photocatalysis; titania

1. Introduction

Nitrogen mainly occurs in the form of inert diatomic molecules, which can be con-
verted into more reactive compounds through the biological nitrogen fixation cycle. How-
ever, since the development of the Haber–Bosch process, we faced a massive production of
substances that contain activated nitrogen such as ammonia and nitrates, which are com-
modities widely used in fertiliser formulation. These compounds have a huge impact on the
cycle of nitrogen since the net conversion of N2 from the atmosphere is multiplied almost
four-fold, with respect to the amount naturally fixed by plants [1]. Moreover, traditional
agriculture techniques are not efficient in employing fertiliser, which is easily dispersed
into the atmosphere, and where inorganic nitrogen contributes to rain acidification and to
NOx formation [2]. Fertiliser can also leach from the soil due to rain and irrigation systems,
subsequently entering the water cycle from the groundwater where nitrogen-containing
compounds cause eutrophication and pollution due to their intrinsic toxicity to living
organisms [3]. Furthermore, groundwater is one of the primary sources of drinking water,
but the World Health Organisation (WHO) defines it “drinkable” only if it does not contain
more than 50 ppm (parts per million) of NO3

− and 3 ppm of NO2
−, whereas the ammonia

must not exceed 500 ppb (parts per billion) [4]. Although these are critical thresholds,
noxious effects have been observed even at lower concentrations, especially for the smallest
fish and microorganisms [5], while for humans, the daily usage of polluted water can lead
to irritations, DNA damage, tumoral formation and disequilibria in body pH [6,7].

Catalysts 2022, 12, 321. https://doi.org/10.3390/catal12030321 https://www.mdpi.com/journal/catalysts

https://doi.org/10.3390/catal12030321
https://doi.org/10.3390/catal12030321
https://creativecommons.org/
https://creativecommons.org/licenses/by/4.0/
https://creativecommons.org/licenses/by/4.0/
https://www.mdpi.com/journal/catalysts
https://www.mdpi.com
https://orcid.org/0000-0002-9392-4995
https://orcid.org/0000-0002-0357-2608
https://orcid.org/0000-0001-8510-4842
https://orcid.org/0000-0001-5882-5011
https://doi.org/10.3390/catal12030321
https://www.mdpi.com/journal/catalysts
https://www.mdpi.com/article/10.3390/catal12030321?type=check_update&version=1


Catalysts 2022, 12, 321 2 of 16

Thus, when the pollutant concentration is higher than the value tolerated by the
environment, it is necessary to treat the water source. For instance, contaminated water can
be cleaned via biological denitrification, which is a safe process and effective in most cases.
However, it requires to constantly feed the microorganisms with a suitable carbon source
that is exploited by the latter to perform the reduction of nitrate to molecular nitrogen [8].
Furthermore, alternatives processes are ion-exchange chromatography, which can treat
highly polluted streams but essentially creates a more concentrated solution of which to
dispose, or finer approaches such as ultrafiltration, reverse osmosis and electro-dialysis, for
which the cost of disposal is increased significantly [9,10].

We explore here an innovative photocatalytic approach which exploits appropriate
semiconductors to absorb light and promote RedOx reactions through photogenerated holes
and electrons. In detail, titanium dioxide is a widely employed material (safe, inexpensive
and stable) and a well-known photocatalyst that absorbs in the ultraviolet region due its
wide band gap, and which depends on its polymorphic structure (3.0 eV for the rutile
phase and 3.2 eV for anatase) [11–13]. Moreover, in form of nanoparticles, it has been used
to promote several reactions such as degradation of organic pollutants, CO2 activation,
wastewater treatment and water splitting to produce hydrogen [14–16]. Anyway, as a
photocatalyst, it is limited by its wide band gap and by the fast recombination between the
photogenerated electrons and holes. To improve both aspects the properties of the catalyst
can be tuned by deposition of metal co-catalysts over its surface, for instance Cu, Ag, Au,
Pt: it is an established method to extend the lifetime of the photogenerated charges and to
narrow the band gap, for instance thanks to the reduction treatment of the photocatalyst or
for plasmonic surface resonance, thus allowing to operate under visible light [17]. This latter
effect may be exploited through different effects. Some metals contribute to light absorption
thanks to their own plasmonic resonance (e.g., Au). In other cases, the incorporation of
the metal in the structure of the semiconductor can lead to doping. Finally, most of the
exemplified metals are well known reduction catalysts, promoting the effective reduction
of TiO2 which is a well-known method to decrease titania band gap [18–20].

Furthermore, the band energies of titania, whose potential is −0.05 V for the con-
duction band and 2.7 V for the valence one, makes it a strong oxidising agent and a mild
reducing one [21] and, in addition, they are suitable to perform either the photo-reduction of
nitrite and nitrate or ammonium photo-oxidation, as the standard potential of the N2/NH3
couple is ca. 0.06 V, whereas for the couples NO3

−/N2 and NO2
−/N2 it is 1.25 V and

1.52 V, respectively.
In this study, we evaluated the photocatalytic activity of several titania-based catalysts

that were obtained either from commercial titania or homemade TiO2 (prepared by flame
spray pyrolysis, FSP) and promoted variously via the addition of metal co-catalysts. FSP-
prepared materials were applied for this reaction and proved effective. These materials
were employed in the treatment of water solutions containing sodium nitrate at selected
pH values, in the attempt to simulate wastewater composition, and the process was carried
out under UV or visible light irradiation after optimisation of the reaction parameters, with
the aim of obtaining an efficient and sustainable way to degrade a pollutant which can
compete with well-established water treatment techniques. The simultaneous abatement of
ammonia and nitrates was also explored as a fully new process, here called Photo-Selective
Catalytic Reduction (Photo-SCR). The latter approach is an advancement for the one-step
abatement of two noxious pollutants simultaneously and has not been presented in detail
in the open literature.

2. Results and Discussion
2.1. Material Characterisation

Nitrogen adsorption and desorption isotherms were used to estimate the specific
surface area and the pore volume of the catalysts (Figure 1). As reported in Table 1, the
deposition of a co-catalyst generally caused an increase in the surface area and in the pore
volume of these materials, although the gains depend on the metal deposited and the
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temperature at which the reduction was performed after impregnation, the minimum effect
being observed with Au. This is ascribed to the formation of agglomerates of particles
inducing interparticle porosity (meso- and macro-), scarcely present in the bare material,
and constituted by dense nanoparticles poorly agglomerated. In addition, the catalysts
supported on FSP titania showed a higher surface area due to the smaller size of the
particles compared to those of P25. Moreover, the micropore pore volume of the metal-
promoted catalysts was generally lower than the commercial benchmark (P25) and this is
likely to be caused by pore blockage by the metal and a collapsing of the micropores that
occurs during the reduction at high temperature.

Table 1. Results of the characterisation analysis of selected catalysts.

P25 FSP
Sample - 0.1% Pt 0.1% Ag 0.1% Au 1% Ag - 0.1% Pt 0.1% Ag 0.1% Au

Phase % A(78) +
R(22)

A(87) +
R(13)

A(87) +
R(13)

A(87) +
R(13) / A(65) +

R(35)
A(71) +
R(29)

A(70) +
R(30)

A(70) +
R(30)

BET surface Area
(m2/g) 45 55 61 47 57 68 59 72 65

Crystallite size (nm) 15 21 21 21 / 24 26 30 28
Total pore volume

(cm3/g) 0.11 0.32 0.21 0.38 0.54 0.14 0.25 0.36 0.30

t-plot micropore
volume (cm3/g) 0.012 0.0036 0.0040 0.0026 0.0052 0.02 0.0037 0.00044 0.0003

BJH adsorption pore
width (nm) 22 23 24 25 36 20 19 17 16

Band gap (eV) 3.41 3.12 3.23 3.27 3.15 3.23 3.10 3.24 3.11

Figure 2 illustrates the XRD patterns of selected materials. The latter shows two titania
phases, anatase and rutile, with the anatase accounting for 70–87% of the whole structure.
The content of anatase was generally lower for the FSP samples due to a possibly higher
temperature of the flame during synthesis or to a longer residence time in the hottest part
of the flame. Regardless, the graph shows a small variation for those peaks associated with
the main phases, thus the presence of a co-catalyst does not influence its phase composition.
In addition, there is no evidence of new peaks, or other phases, due to metal deposition.
This is in line with the very low metal loading and its high dispersion. The increase in the
anatase/rutile ratio upon metal addition and reduction may be better explained considering
the partial reduction of TiO2. The transition from anatase to rutile is favourable over the
whole temperature range but becomes significant (at ambient pressure) only above ca.
600 ◦C, with kinetics depending on many factors [22]. The oxygen defectivity forming
upon partial reduction of titania (black or grey titania) can also alter the ratio between the
two main phases depending on the way reduction is achieved. A possible increase in the
anatase/rutile ratio even after annealing at high temperature has been reported [23].

DR-UV-Vis analysis was performed in order to calculate the band gap (BG) of the
active materials. The raw data were elaborated according to the Tauc plot method, corrected
where necessary to take into account overlapping contributions, as suggested elsewhere [24].
From Table 1, it is evident that the addition of a co-catalyst was effective in reducing the
BG of the bare titania, which is about 3.41 eV; in the case of FSP titania with 0.1% of Au, its
value dropped to 3.11 eV, thus improving the absorption of visible light. This band gap
reduction is here attributed to the reduction of the metallic co-catalysts at high temperature,
which causes a partial reduction of the titania which is better catalysed by the presence of
the metal itself.
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Figure 1. BET adsorption-desorption isotherms of selected catalysts. Adapted from [25].(a) Samples 
supported on P25 Titania; (b) samples supported on FSP Titania. 
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Figure 1. BET adsorption-desorption isotherms of selected catalysts. Adapted from [25]. (a) Samples
supported on P25 Titania; (b) samples supported on FSP Titania.

Morphologic analysis by SEM shows very uniform particle size (15–25 nm) for P25
and slightly smaller particles for FSP samples, even when accompanied by larger spheres,
sometimes hollow, as sporadically detected by TEM microscopy (Figure 3). Metal loading
did not affect the morphology, even after high thermal treatment, thanks to both synthesis
methods, using high temperature flames, which impart high thermal resistance to the
material. TEM analysis also revealed a quite uniform distribution of the metal over the
titania particles, confirmed by SEM–EDX mapping. EDX also confirmed the average metal
loading.
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Figure 2. XRD characterisation results for selected catalysts. The peaks labelled with the cross belong
to anatase, while the rhombus highlights the peaks of rutile phase. (a) Samples supported on P25
Titania; (b) samples supported on FSP Titania.
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Figure 3. TEM micrographs of (a) 1% Ag/P25, (b) 0.1% Ag/FSP, (c) 0.1% Au/P25 and SEM pictures
of (d) 1% Ag/P25, (e) 0.1% Ag/FSP, (f) 0.1% Au/P25.
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2.2. Photo-Reduction of Nitrate Promoted under UV Light Irradiation

Blank tests were carried out by adding the catalyst with no irradiation and by irradi-
ating the solution without a catalyst. In both cases no significant change of the reactant
concentration was observed.

Nitrate photo-reduction is a multistep process that involves the reaction of that species,
adsorbed over the photo-catalyst surface, with the photo-generated electrons. Nitrite is the
first intermediate obtained (Reaction 1); this substrate is then subject to further reduction
to molecular nitrogen (Reaction 2). It is crucial to work with conditions that prevent the
overreduction of nitrate/nitrite to ammonia (Reaction 3), since that path simply converts
one pollutant into another.

NO3
− + 2e− +2H+ → NO2

− + H2O (1)

2NO2
− + 6e− +4H+ → N2 + 2H2O (2)

NO2
− + 6e− + 8H+ → NH4

+ + 2H2O (3)

The very first tests were carried out with the reactor in a sealed configuration, using
0.1% Pt/FSP as the active material, due to its good performance achieved in previous
experiments [15], using an UV lamp as the photon source. Based on the results of previous
work [26], we decided to operate the treatment at pH 5, since slightly acidic values increased
both the conversion of nitrate and the selectivity towards N2. The solution was kept under
irradiation for 24 h in order to follow the time evolution of the reaction.

As reported in Figure 4, the conversion of the nitrate was moderate and did not exceed
25% after 24 h of irradiation. Some ammonium was detected among the products, as the
result of an overreduction [27]. Furthermore, looking at the trend of nitrogen evolution, it
seems that the catalyst is not so active in the early stage of the treatment, at least towards our
target product, since appreciable amounts of N2 were detected only after 5 h of exposure.
Overall, we measured a negligible selectivity towards NO2

−.
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Figure 4. Photo-reduction of NO3
− under UV irradiation (Irradiance = 260 W/m2) with 0.1% Pt/FSP

as photocatalyst (1 g/L), NaNO3 (6 mM), pH 5, rt and 250 mL of solution (Reactor 1).

2.3. Photo-Reduction under Visible Light (LED)

The first parameter to be tuned was the concentration of the pollutant. We preferred to
work with reactor 2, since measuring very low amounts of contaminant could significantly
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increase the experimental error. In addition, 0.1% Ag/FSP catalyst was employed, already
used in the case of UV treatment [15], due to its low band gap which allows light absorption
in the visible range.

As illustrated in Figure 5, the best results were obtained with a nitrate concentration of
1.7 mM, with a 23.5% conversion at the end of the treatment, which is an impressive result
considering the low power of the LED lamp (about 30 W) and that the incident photons
have much less energy than the those emitted by the UV lamp. Nevertheless, the deposition
of reduced noble metals over the titania surface is well known to increase the harvesting of
visible light by a photocatalyst [28].
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Figure 5. Photo-reduction of NO3
− under LED lamp with 0.1% Ag/FSP as photocatalyst

(0.034 molNO3−/gcat), various concentration of NaNO3 (1–6.2 mM), pH 5, rt and 1000 mL of so-
lution (Reactor 2).

Although higher concentration of reactant should favour the kinetics, in that case we
are working with a photochemical treatment whose yield depends on the total number of
irradiated photons, which is fixed, therefore working with lower concentration of substrate
molecules causes higher conversion, while keeping the same amount of catalyst (activated
equally by the incident photons). By contrast, if the NO3

− concentration is too low, the
reaction kinetics slows down unacceptably, thus, 1.7 mM was selected as the best NaNO3
concentration for the following step, which was the optimisation of the substrate/catalyst
ratio. In order to find the best ratio, three tests were performed, with values between 17 and
72 mmolNO3−/gcat (Figure 6). Either increasing or reducing the amount of catalyst caused a
drop in nitrate conversion of below 14%. The lower amount of catalyst (72 mmolNO3−/gcat)
was insufficient and, in fact, an induction time before the beginning of the reaction was
observed. On the other hand, higher amounts of titania (17 mmolNO3−/gcat) provided
more active sites for adsorption and reaction, though it may hinder the passage of the
light and determine a loss of activity. Also, in this case the intermediate value showed the
highest conversion.

Overall, the interpretation of reaction mechanism and kinetics is not simple, suggesting
the role of adsorption or activation phenomena (leading to an induction time), especially in
the case of the FSP samples and with an increasing concentration of substrate.
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Figure 6. Photo-reduction of NO3
− under LED lamp using 0.1% Ag/FSP as photocatalyst, with

various substrate/cat ratio (17–72 mmolNO3−/gcat), NaNO3 (1.7 mM), pH 5, rt and 1000 mL of
solution (Reactor 2).

2.4. Comparison of Different Photocatalysts

Once the best conditions in which to perform the reaction were found, a series of
metal-deposited catalysts were tested under LED white light irradiation. The results in
terms of nitrate conversion are reported in Figure 7a. Despite the expectations, the only
catalyst which performed better than the bare P25 is that loaded with silver, resulting in a
23.5% conversion, whereas other materials produced results between 19% (0.1 Au/FPS)
and 3% (0.1 Au/P25). In addition, a not negligible selectivity towards ammonium was
observed when treating the wastewater with P25 and 1% Ag/P25 (from Figure 7b, ca. 13.5%
in both cases), as well as 0.1% Au/FSP, although the latter showed a very little selectivity
towards ammonium and nitrite, just in the early stage of the process. Notwithstanding this,
a possible explanation for the poor performance achieved with the functionalised catalysts
is that the reduction of nitrate is in competition with other reactions, such us the reduction
of water to hydrogen. Indeed, this path is kinetically favoured due to the lower number of
electrons involved, i.e., 2 vs. 10 for the couple NO3

−/N2. Also, as reported by Challagualla
et al. [29], the noble metals active in the hydrogen evolution are Pt, Pd due to the favourable
position of their sub-bands, which are located below the conduction band (CB), while Ag is
more prone to nitrate reduction and releases less hydrogen since its sub-bands are far from
CB. Unfortunately, the current photoreactor configuration operates in semi batch mode
with He flow and/or open top, preventing the possibility of accumulating significantly and
quantifying the possibly evolved H2.

Ag 1 wt% loading was also found effective for the photoreduction of nitrate in a
previous report, due to the effective formation of a Schottky barrier with TiO2. The presence
of co-catalysts and the Ti3+/Ti4+ ratio is also reported to affect the selectivity. Ti3+ favoured
the formation of NH3, while selectivity to N2 was shown by the Ti4+ sites, both on anatase
and rutile facets [30]. Selectivity to N2 was also higher for Ag-loaded titania with respect to
the bare TiO2 and other co-catalysts (e.g., Au or Cu). Ag is also reported to actively reduce
nitrate in Ag@Bi4O5I2/SPION@calcium alginate under UV, Visible and NIR irradiation
with high selectivity to N2. The plasmonic-resonance effect is invoked to explain the effect
of Ag [31].
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Figure 7. (a) Conversion of NO3
− under LED lamp with several photocatalysts, substrate/cat

ratio 34 mmolNO3−/gcat, NaNO3 (1.7 mM), pH 5, rt and 1000 mL of solution; (b) Selectivity of the
photocatalyst towards NH4

+ and NO2
−. The amount is negligible if not reported.

The photo-reduction of nitrate was also performed under UV light but using both the
best conditions and the more active catalyst found in the case of visible light studies. The
following test was conducted with the UV reactor opened to air. Figure 8 shows a slightly
better performance over the short period, with a 23.4% conversion of nitrate after 2 h vs.
8.3% of the platinum-deposited catalyst. Moreover, there were no traces of over-reduced
compounds or intermediates, such as nitrite. However, a maximum in conversion was
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observed which subsequently reached a stable 20% plateau. These results agree with those
reported in literature [32], though different studies in the gas phase reduction of NOx
indicated a tight dependence of selectivity to nitrite and nitrate on the radiation intensity,
which is not evident here [33]. In addition, silver was preferred for the deposition since it
was less expensive than platinum. Moreover, the test was repeated switching to a visible
light source and the reaction time was increased to 24 h, which revealed that catalysts based
on silver showed a trend similar to what was already observed with 0.1% Pt/FSP. Indeed,
there is a maximum conversion of ammonium followed by a plateau for several hours, then
the conversion rises again to reach its final value.
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Figure 8. Photo-reduction of NO3
− under UV lamp (Irr. 260 W/m2) or LED with 0.1% Ag/FSP

as photocatalyst (substrate/cat ratio 34 mmolNO3−/gcat), NaNO3 (1 mM), pH 5, rt, 250 mL (UV,
Reactor 1) or 1000 mL (LED, Reactor 2) of solution.

To conclude, we attempted to simulate real wastewater by preparation of the nitrate
solution with tap water. Figure 9 illustrates that the treatment of a real matrix causes a
halving of the catalytic conversion of nitrates, since only 11.3% of the initial amounts of
the substrate are mineralized to nitrogen, probably due to the parasitic consumption of
electrons by concurring species more prone to be reduced than the nitrate. Even though the
process is still under development, and the effect of the real matrix should be much better
understood, conversion is still relevant when using tap water, with a similar performance
trend. Real application may require increased reactor volume and/or higher power, which
may still retain feasible costs, due to relatively inexpensive LED lamps that have very
reduced installation costs and consumption.

Furthermore, the purpose of this work was to screen materials and conditions in
order to assess the best options for either single photoreduction of nitrates or combined
abatement of nitrates and ammonia. The envisaged application is a continuous photoreactor,
characterised by sufficiently high irradiance and residence times to achieve the desired
conversion/selectivity values, but with immobilised catalysts. Durability tests on such a
configuration will be necessary to precisely assess the durability of the assembly.
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Figure 9. Photo-reduction of NO3
− under LED lamp using 0.1% Ag/FSP as photocatalyst, sub-

strate/catalyst ratio 34 mmolNO3−/gcat, NaNO3 (1.7 mM), pH 5, rt and 1000 mL of solution prepared
with distilled or tap water (Reactor 2).

2.5. Combined Photo-Degradation under Visible Light

When a photon of the proper wavelength is absorbed by the photocatalyst, it promotes
the formation of a photo-excited electron (e−) and a hole (h+). The first is the reducing
species which is involved in the photo-reduction of our substrate. However, the hole must
be consumed in order to complete the redox reaction. Sometimes, a sacrificial agent (hole
scavenger), such as oxalic or formic acid, is added to the reaction mixture since it is easily
oxidised by the holes [32,34], preventing a charge accumulation and the fast recombination
of the e−-h+ couple that lowers the efficiency of the photocatalyst. On the contrary, our
previous investigation on the use of HCOOH as HS led to the opposite conclusion, with
decreasing nitrate conversion at increasing formic acid concentration [35]. Also, in this
case, we speculate that the presence of a more effective hole scavenger may favour parallel
reactions, such as hydrogen production, which is unfortunately undetectable in the semi-
batch configuration of our reactor. Besides this, adding further reactants to treat wastewater
is not envisaged, thus an alternative solution is here proposed.

We recently demonstrated that the oxidation of ammonium can occur on the same
titania-based catalyst employed so far, and in the same conditions [25,26]; subsequently,
a combined photo-treatment was performed to abate, simultaneously, both nitrate and
ammonium (Reaction 4).

NO3
− + 1.67 NH4

+ → 1.83 N2 + 3 H2O + 0.67 H+ (4)

The ratio between the reactants was set to the stoichiometric and the degradation
was performed in three configurations in order to boost the reactions. The results are
reported in Figure 10: firstly, they show that the conversion of both ammonium and nitrate
is almost coincident in every stage of the treatment; it is, therefore, probable that both
the Redox reactions benefit from each other. The first attempt was made using the LED
lamp and a reaction trend quite similar to the expectation was found, with the maximum
conversion after around 2 h of irradiation, and a final conversion for both NH4

+ and NO3
−

of about 20% after 4 h. The nitrate conversion would be rate-limiting in this case, since
the literature data for photo-oxidation of ammonia report higher conversion. Overall, it
is a promising result since the performance was not worse and the two processes were
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carried out simultaneously. Slightly higher conversion, close to 30%, was achieved under
UV irradiation, likely taking advantage of the presence of ammonium as a hole scavenger.
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Figure 10. Photo-reduction of NO3
− under LED or UV lamp using 0.05 g of 0.1% Ag/FSP photocata-

lyst, NaNO3 (1.7 mM), NH4Cl (2.8 mM), pH 5, rt and 1000 mL of solution (Reactor 2). LED test was
repeated with air bubbling (air flow 12 mL/min).

Lastly, a third test was carried out with a constant air supply flowing through the
solution. This setup returned a small increase in the reactor performance in the case of
photo-oxidation of ammonium [25]. However, Figure 10 clearly highlights a limited effect
of this solution, as the conversion is only pushed up to 22%.

3. Materials and Methods
3.1. Materials Preparation

The photocatalyst P25 is a commercial titania in the form of a nanopowder supplied
by Evonik (Essen, Germany) [36]. It is generally constituted of uniform nanoparticles ca.
20 nm in diameter, with a mixed phase of anatase and rutile approximately 70:30. The
specific surface area is typically 45–50 m2/g and the powder is constituted of ca. 20 nm
dense nanoparticles.

As a comparison, another flame-based technique, from a different precursor and
leading to a different calcination time, and temperature were used. TiO2 nanoparticles
were prepared via flame spray pyrolysis (FSP) using the homemade apparatus previously
described in detail [36–38]. Briefly, the apparatus includes a burner with a hole in the centre
that is ringed by many flamelets. The latter are fed with a mixture of methane and oxygen
(0.5 L/min CH4 and 1 L/min O2), while another flow of oxygen (5 L/min) is supplied in
the central hole, along with the precursor solution, which is usually prepared dissolving
the selected amounts of titanium isopropoxide (Sigma Aldrich −Merck Life Science S.r.l.,
Milan, Italy, pur. 97%) into xylene + propionic acid (1:1 v/v). The solution is pumped at
a constant rate, for instance 2.7 mL/min, through a needle inserted at the bottom of the
burner; it is then dispersed by the oxygen co-current into small drops that are instantly
vaporised and burned by the flame. The catalyst, in the form of a nanopowder, is then
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deposited over a glass bell which surrounds the burner. The FSP catalysts used in this work
were obtained by application of a pressure drop of 1.5 bar at the nozzle.

Metal promotion of the catalysts was achieved through wet impregnation [16], which
involves the formation of a clear solution in water by the addition of the selected amount
of metal precursor and titania to a round-bottomed flask; the solution is then stirred for
2 h and evaporated under reduced pressure until a homogeneous powder is obtained.
Subsequently, the powder is dried in a static oven (105 ◦C) for one night and reduced in a
tubular oven under hydrogen flow (5 ◦C/min of ramp and 3 h at the maximum reduction
temperature indicated in Table 2). The detailed amounts and conditions are reported in
Table 2 and were selected after proper TPR analysis.

Table 2. Details for preparation of each catalyst through wet impregnation.

Precursor Metal to Support
Ratio (%mol) Support Reduction T

(◦C) Appearance

AgNO3 (Sigma Aldrich −
Merck Life Science S.r.l.,

Milan, Italy, >99%)
0.1 TiO2-FSP 150 Grey-Brown

AuCl3 (Sigma Aldrich −
Merck Life Science S.r.l.,

Milan, Italy, >99%)
0.1 TiO2-FSP 700 Light Purple

Pt(acac)2 (Sigma Aldrich
−Merck Life Science S.r.l.,

Milan, Italy, >97%)
0.1 TiO2-P25 700 Grey

AuCl3 (Sigma Aldrich −
Merck Life Science S.r.l.,

Milan, Italy, >99%)
0.1 TiO2-P25 700 Light purple

AgNO3 (Sigma Aldrich −
Merck Life Science S.r.l.,

Milan, Italy, >99%)
0.1 TiO2-P25 150 Grey-Brown

AgNO3 (Sigma Aldrich −
Merck Life Science S.r.l.,

Milan, Italy, >99%)
1.0 TiO2-P25 150 Dark-Grey

3.2. Material Characterisation

Adsorption and desorption isotherms were obtained adsorbing N2 over the active
material at −196 ◦C after overnight degassing at 150 ◦C by means of a Micrometrics
ASAP2020 apparatus (Norcross, GA, USA).

X-ray diffraction patterns (XRD) were registered on a Rigaku D III-MAX horizontal-
scan powder diffractometer (Neu-Isenburg, Germany) equipped with Cu-K Kα radiation
and a graphite monochromator on the diffracted beam. Characteristic reflections were
assigned by comparison with the standard JCPDS card, 21–1272 for anatase and 21–1276
for rutile. Crystallite size was calculated according to Scherrer equation τ = (Kλ)/(βcosθ),
where tau is the mean size of the crystalline domains, K is the shape factor (0.9 was used),
beta is the full width at half maximum, expressed in radians, of the peak considered (25.3◦

for anatase and 27.4◦ for rutile) and theta is the angle of the reflection.
Diffuse Reflectance (DR) UV-Vis spectra of samples were recorded on a Cary 500

UV-Vis NIR spectrophotometer (Varian instruments, Santa Clara, CA, USA) in the range of
200–800 nm.

Scanning electron microscopy (SEM) was carried out using a FE-SEM LEO 1525 ZEISS
(Jena, DE). The scanning electron microscope was equipped with a Bruker Quantax EDX
detector. The acceleration potential voltage was maintained at 15 keV and the analyses
were done using an AsB detector (Angle selective Backscattered detector) and an In-lens
detector. Samples were deposited on conductive carbon adhesive tape and analysed
without metallisation.
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Transmission Electron Micrographs (TEM) were carried out on a Philips 208 Trans-
mission Electron Microscope (Philips S.p.A., Milan, Italy). The samples were prepared by
putting one drop of an ethanol dispersion of the catalysts on a copper grid, pre-coated with
a Formvar film and dried in air.

3.3. Procedures and Reactor Setup

Two different photoreactors were used in this work. The first (Reactor 1, Figure 11a) is
a cylinder-type round-bottomed reactor with a capacity of about 350 mL and which allows
the insertion of a co-axial UV lamp from the top. It can be used in a sealed configuration, for
instance to measure the nitrogen evolution, or open to air, as when an external white light
LED lamp is employed. The second setup includes a larger reactor (Reactor 2, Figure 11b)
with a volume of 3000 mL, which is more suitable for external irradiation, such as UV
and LED. The latter is a spotlight-type lamp with a power of 30 W (Yonkers Inspire, 2700
lm, Yonkers, NY, USA) that is fixed over the solution (100 mm). By contrast, the UV
lamp employed was a medium pressure-type with one emitting bulb (Jelosil HG 100 AS,
Vimercate, Milan, Italy, 125 W, maximum emission at 365 nm) and the irradiance measured
with a photoradiometer (delta OHM HD2102.2, Vimercate, Milan, Italy) was ca. 260 W/m2.
External UV lamp irradiance was 116 W/m2.
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Figure 11. Reactor scheme (a) immersed lap (UV) and (b) external lamps (UV and LEDs).

All the experiments were carried out selecting the appropriate reactor and adding the
selected amount of photocatalyst, sodium nitrate and water. The pH was then adjusted
with the minimum amount of diluted hydrochloric acid (0.002 M, from 37% solution). The
treatment began when the lamp was switched on.

Nitrogen evolution was monitored qualitatively by connecting the reactor to a gas
chromatograph (HP 5890, Santa Clara, CA, USA, Porapak Q + MS columns) and sampling
with a 75 mL/min flow of helium.

The liquid phase was sampled with a glass syringe, filtered (cellulose acetate filter,
Sartorius Stedim, Goettingen, Germany, 200 nm) in order to remove the solid catalyst
and then analysed by means of an ion-exchange chromatograph (Metrohm 883 Basic IC,
Metrohm Italiana S.r.l., Origgio (VA), Italy) equipped with an anionic column (Metrosep C
4-250/4,0, Metrohm Italiana S.r.l., Origgio (VA), Italy) in series to a chemical suppressor,
which reduces the background noise. The eluent was a water solution of Na2CO3 (3.2
mmol/L, 99.5%) and NaHCO3 (1 mmol/L, 99.7%). Moreover, the ammonium possibly
formed by over-reduction was analysed with the same instrument after switching to a
cationic column (Metrosep A Supp 4-250/4,0, Metrohm Italiana S.r.l., Origgio (VA), Italy)
with the proper eluent, which contained HNO3 (1.7 mmol/L, from 70% solution) and
dipicolinic acid (0.7 mmol/L, 99.0%) diluted with HPLC water.
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All the chemical reagents were purchased from Sigma Aldrich (Sigma Aldrich–Merck
Life Science S.r.l., Milan, Italy) as supplied, without further purification.

The mean error for UV quantification of NH3/NH4
+ was <5%, while for IC analysis in

the quantification of NO3
− and NO2

−, it was <1.5%. Two replicates of each analysis were
typically carried out, calculating the average result, except for outliers, where additional
tests were added for consistent results.

4. Conclusions

The photo-abatement of nitrate was successfully carried out under both UV and
visible light irradiation using titania-based photocatalysts. Firstly, both the irradiation
sources employed gave conversions between 30 and 20%, depending on the catalyst. No
advantages support the usage of the UV lamp instead of the LED one, since the latter
consumes less power (30 W vs. 125 W), releases less heat and lasts longer. Moreover, under
visible light, it was found that the most active catalyst was the FSP titania loaded with 0.1%
mol of Ag, although it only performed slightly better than bare titania. Other metals with
an increase in co-catalyst loading depressed the catalyst performance.

Conversion with 0.1% Ag/FSP fell from 23.5% to 11.3% when using tap water, likely
because of multiple species that compete to react with the photogenerated electrons. On
the other hand, photo-reduction can be effectively performed in combination with photo-
oxidation of ammonium, which is a fully new field of investigation that allows the con-
comitant abatement of two pollutants.
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